fﬂ TECHNONICOL TECHNOLITE EXTRA

DECLARATION OF PERFORMANCES
No TNI/GB/TLE/2021_05

1.  Unique identification code of the product type: 4. System or systems of assessment and verification of constancy
TNI/GB/TLE/2021_05 of performance: AVCP 1 and 3
2. Intended use or uses: 5. Harmonised standard: EN 13162:2012+A1:2015
Thermal insulation for buildings 6. Notified certification body or bodies:
3. Manufacturer: Technonicol-Insulation Sp. z 0.0. Nr 1454 Instytut Mechanizacji Budownictwa i Gornictwa Skalnego
ul. Wyzwolenia 55, 59-730 Nowogrodziec, Wykroty, Poland 7. Declared performances: Table 1
Table 1
DECLARED PERFORMANCES
. . < d level
Essential characteristics Requirement clauses in the European standard Symbol Unit Deslures |eve anS'l or
classes / NPD
Thermal conductivity Ao W/mK 0,035
H 2
Thermal Resistance o e ,Thgrmal res‘,Sta,rl(,:,e,,, B Ro m K/vy Table 2 -
Thickness Gassiol mm T4
tolerance
Thermal resistance Ro m?K/W Table 2
Durability of thermal resistance against heat, - - Th?rmal conductl\/'lt'y Ay o) 0,035
weathering, ageing/degradation leenslonal stability under specified temperature DS (70,) % NPD
Dimensional stability u.nfier speqf?ed temperature DS (70,90) % <
and humidity condition
Reaction to fire Reaction to fire Euroclass characteristics RtF Euroclass Al
Duratitiny of'reactlor.w wofire agam.st heat, Durability characteristics RtF Euroclass Al
weathering, ageing/degradation
) Short time water absorption WS kg/m? <1
Water permeability : :
Long time water absorption WL(P) kg/m? <3
Water vapour permeability Water vapour transition MU - 1
1 Compressive stress or compressive strength CS(10) kPa NPD
Compressive strength
Point load PL(5) N NPD
Tensile strength Tensile strength perpendicular to the faces TR kPa NDP
Durability of compressive strength against . o
ageing/degradation Compressive creep CCli1/i2/y)o. mm NPD
- dn mm NPD
Dynamic stiffness <
SD MN/m NPD
' o Thickness d Mm NPD
Impact noise transition index o
Compressibility C mm NPD
’ s dw mm NPD
Air flow resistivity
AFr kPa-s/m? NPD
Direct airby dinsulation ind Air fl istivit <l 204 B
irect airborne sound insulation index ir flow resistivi
i AFr kPa-s/m? NPD
Sound absorption index Sound absorption As, Aw < NPD
Continuous glowing combustion Continuous glowing combustion - - NPD
Release of dangerous substances to the indoor Release of dangerous substances - - NPD
1) No Performance Declared
DECLARED THERMAL RESISTANCE
Grubos¢ [mm] 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160
Ro [m?K/W] - - - 1,40 1,70 2,00 2,28 2,55 2,85 3,10 3,40 3,70 4,00 4,25 4,55
Grubos¢ [mm] 170 180 190 200 210 220 230 240 250 260 270 280 290 300 -
Ro [m?K/W] 4,85 5,10 5,40 5,70 - - - - - - - - - - -

The performance of the product identified above is consistent with the set of declared performance. This declaration of performance is issued, in accordance with
Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above.

Technonicol Insulation Sp. z 0.0.

Signed on behalf of the manufacturer by: 1

Piotr Bonarski ’7? : k E) "J‘(/u

Plant director Piotr Bonarski

Technonicol-Insulation Sp. 7 0.0. Dyrektor Zaktadu

ul. Wyzwolenia 55

59-730 Nowogrodziec, Wykroty Wykroty, 31.05.2021

Technonicol-Insulation Sp. z 0. o.

ul. Miynska 3A

59-730 Nowogrodziec

NIP: 6121867729 REGON: 383112788
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j TECHNONICOL TECHNOLITE EXTRA

EKSPLOATACINIY SAVYBIY DEKLARACUJA
Nr. TNI/GB/TLE/2021_05

Unikalus produkto tipo identifikacinis kodas: 4. Eksploataciniy savybiy pastovumo vertinimo ir tikrinimo
TNI/GB/TLE/2021_05 sistemos: AVCP 1ir 3
I Numatytas naudojimas: 5 Darnusis standartas: EN 13162:2012+A1:2015
Pastaty Silumos izoliacija 6. Notifikuota sertifikavimo jstaiga ar jstaigos:
3. Gamintojas: Technonicol-Insulation Sp. z 0.0. Nr. 1454 Instytut Mechanizacji Budownictwa i Gérnictwa Skalnego
ul. Wyzwolenia 55, 59-730 Nowogrodziec, Wykroty, Poland (Lenkija) o Deklaruojamos eksploatacinés savybés: 1 lentelé
entelé
DEKLARUOJAMOS EKSPLOATACINES SAVYBES
Esminés charakteristikos Europos standarto reikalavimo sglygos Simbolis Mat. vnt. Deklaruotas lygis ir
(arba) klasés / NPD?
Silumine varza Siluminis laidumas A W/mK 0,035
Siluminé varza Ro m2K/w 2 lentelé
Storis Leistiny mm T4
nuokrypiy klasé
Siluminés varzos atsparumas karsciui, atmosferos Siluminé varza Ro m2K/W 2 lentelé
poveikiui, senéjimui / degradacijai Siluminis laidumas Ao W/mK 0,035
Matmeny stabilumas esant nurodytai temperatirai DS (70,-) % NPD
Matmeny stabilumas esant nustatytoms temperatiros| DS (70,90) % <1
ir drégmeés salygoms
Reakcija j ugnj Reakcijos j ugnj Euroklasés charakteristikos RtF Euroklasé Al
Reakcijos j ugnj atsparumas kar¢iui, atmosferos Patvarumo charakteristikos RtF Euroklasé Al
poveikiui, senéjimui / degradacijai
Vandens pralaidumas Trumpalaikis vandens absorbavimas WS kg/m? <1
ligalaikis vandens absorbavimas WL(P) kg/m? <3
Vandens gary pralaidumas Pralaidumas vandens garams MU . 1
Gniuzdymo jéga Gniuzdymo jtempis arba gniuzdymo jéga CS(10) kPa NPD
Taskiné apkrova PL(5) N NPD
Tempiamasis stipris Tempiamasis stipris statmenas pavirsiui TR kPa NPD
Gniuzdymo jégos atsparumas senejimui / degradacijai Gniuzdomasis valkSnumas Cc(i1/i2/y)oc mm NPD
Smdaginio triukSmo perdavimo rodiklis Dinaminis standumas dn mm NPD
SD MN/m?3 NPD
Storis dy Mm NPD
Sptdumas c mm NPD
Oro srauto pasipriesinimas dn mm NPD
AFr kPa-s/m? NPD
Tiesiogiai ore sklindancio garso izoliacijos rodiklis Oro srauto pasiprieSinimas dn mm NPD
AFr kPa-s/m? NPD
Garso sugerties rodiklis Garso sugertis Ap, Aw = NPD
Nuolatinis Svytintis degimas Nuolatinis Svytintis degimas ) . NPD
Pavojingy cheminiy medziagy iSmetimas j aplinka Pavojingy medziagy iSskyrimas NPD
! Charakteristikos nenustatytos
DEKLARUOTA SILUMINE VARZA
Storis [mm] 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160
Ro [m?K/W] - - - 1,40 1,70 2,00 2,25 2,55 2,85 3,10 3,40 3,70 4,00 4,25 4,55
Storis [mm] 170 180 190 200 210 220 230 240 250 260 270 280 290 300 -
Ro [M2K/W] 4,85 5,10 5,40 5,70 . y . = - - . - . - .

Aukstiau nurodyto produkto eksploatacinés savybés atitinka deklaruoty eksploataciniy savybiy rinkinj. Sis eksploataciniy savybiy iskaitiavimas isduodamas pagal

Reglamenta (ES) Nr. 305/2011, uz tai atsakinga tik anks¢iau nurodytas gamintojas.

Technonicol Insulation Sp. z 0.0.
Gamintojo vardu pasirasé:
Piotr Bonarski ’? ks ?) V-4
Gamyklos direktorius -
Technonicol-Insulation Sp. z 0.0.
ul. Wyzwolenia 55 Gamyklos direktorius Wykroty, 2021-05-31
59-730 Novvogrodziec, Wykroty

Piotr Bonarski

Technonicol-Insulation Sp. z 0. o.

ul. Miyriska 3A

59-730 Nowogrodziec

NIP:6121867729 REGON: 383112788




IS angly kalbos i lietuviy kalba verté
vertimy biuras EUROVERTIS. /
Vertimas teisingas.

Darbuotoja M. Vavilavi¢e—7/
Data 2021. 06. 17
MB EUROVERTIS
Misko g. 30, Kaunas, LT — 44313, Lietuva
Im. kodas: 304375239

PVM kodas: LT100010383312




